Fa 


COLOR CODE 


A 8 

| NAL BELL GPERATING SELECTOR MAGNETS 

WIRING LEGEND CONTACT 
DISTANT TERMINAL AREA | | | vo iaaaea 
DIST. TERM. DESIGNATION STRAP ASSEMBLY 
WIRE GOLOR CODE 
| C-33-R 

er Ea cae 


TERMINALS ON CONNECTOR SHOWN AS VIEWED 
FROM SOLDER END 


NORMALLY OPEN (NO) ANO-NORMALLY CLOSED 
WG) CONTACTS ARE SHOWN WHEN THE 
REPERFORATOR IS IN THE STOP (101E) POSITION 


THE SPACING (S) SIDE ON THE CODE READING 
CONTACTS ARE NORMALLY CLOSED. 
THE MARKING (M) SIDE OF THE CODE READING 
CONTACTS ARE gNORMALLY OPEN. 


WHEN THE AUXILIARY CONTACTS ARE 

OPERATED FROM A SINGLE CYCLE FUNCTION | NOTE 5 
CAM THE CONTACTS NEAREST THE MOUNTING fa A CABLE ASSEMBLY 
BRACKET ARE NORMALLY CLOSED To “tail Kay 145] 162064 
a ae ae 


~J 
WHEN THE AUXILIARY CONTACTS ARE 
OPERATED FROM A DOUBLE CYCLE FUNCTION 20 OR 30 MILLIAMPERE OPERATION 
CAM THE CONTACTS FARTHEST THE MOUNTING 
BRACKET ARE NORMALLY CLOSED | E G 


GENERAL NOTE : WIRING OF INDIVIDUAL COM — MOTOR~ STOP 36-POINT 
-PONENTS 1S DETERMINED BY REFERRING TO CONTACT CONNECTOR 
THE toa ASSEMBLIES SPECIFIED ON THE 
UNI : 


CABLE ASSEMBLY 


¥ 162064 


162211 
(G-23-WO & G-24-6) 


60 MILLIAMPERE 
OPERATION NOTE 10 


¢-33-R 
0-34- Bt 


i 
q ad 


WHEN USING GABLE ASSEMBLY iG2506 NORMALLY J-15-W-G G- l-wP 
WITH TWE LRPE&, CONNECT THE WAL (OPEN ees: sccw 
WIRE (NORMALLY) CONNECTED TO G4) Aaiae . | 
TO 66. a ae 
6-4-WBL 
WIRED FOR 20 OR 30 MIL OPERATION a i aa 
° x RYN Ae A-1-G 6-6-w-s 
JUUITS USING 173650 SHIELDED GABLE ON x, ct. ane bf 
TERMINALS 38 AN OMINALS 35 AND 36 CONNECT “6” WIRE 173134 CABLE 0-2-BL J-6-BK 
SEE NOTE 14 ASSEMBLY (2° H-I-R OR F-ER J-1-BR 
WHEN COMMON CONNECTION IS USED, D.C. wo @ C-29-W) F-2-BK J-12-WER 
MUST BE PROVIDED FOR NAGNETS OTHER- TIE WITH 162066 & eE2w 7-8 
THAN 226M WHICH OPERATES ON A.C. 162211 CABLE ASSEN H-2-G J-2eR 
96 2.c_ 7 BLUES H-3-BL J13-WO 
1o| FOR WIRING OF BACKSPACE MAGNET ON H- 4-W-BL J-8-P 
LAK KEYBOARD MOUNTED PERFORATORS, B-3-R 3-0 
REFER To ASSOCIATED LAK WIRING | poe 8-4-8. J-14-W-Y 
DIAGR | | . NOTE 14 6-36 J-9-WBK 
SELECTOR MAGNETS MUST BE STRAPPED FOR J C-35 4-¥ 
@0 MILLIAMPERE OPERATION WHEN 1796/5 AND 


T?98I6 RE SUPPRESSION MODIFICATION KITS 


TOR SET. CODE READING CONTACTS 


THESE TERMINALS ARE TO 
BE STRAPPED WITH. NO. 20 
GAGE WIRE ON ALL UNITS. 


C-14-P 


SHIELDED CABLE, THE SHIELD "G’ WIRE IS G-20-W-BL 
TO BE DISABLED. C-17-W8K 


i | 
| | C-II-S > TH . 
G-2I-G —-# i OKs a . 5- LEVEL 
C-18-Y ! (40-4 4- LEVEL 
C-15-0 4 (8 3- LEVEL 
C-t2-R ; | - 2-LEVEL 
C-9-BR ks 00 C-7-WBR  1-—LEVEL 
! opt C— COMMON 
163046 (TRANSFER) | | 
4-CABLE ASSEMBLY (TRANSFER) 
mae fen308 (own cena ONLY) 162304 (SWINGERS COMMON) 
DOTTED VSED WHEN SWINGERS ARE COMMON 


| 3628 WD. 


| __ REVISIONS —_—i 
ISSUE) DATE | AUTH NO) 


Yel tS Be [2e-10ere 
3-80-49 1be-nnee 
eae 3 -So te & 


F ; fy) 


BACK SPACE “LETTERS” CONTACT 


MAGNET 


C-26-BL 
C-25-WBL 
ASSEMBLY | 19 | 3-31-65 1 868035 _| 
162067 


1S USED) 


E ASSE 
162207 


G H 


AUXILIARY TAPE FEED-OUT 
CONTACTS MAGNET 


CABLE ASSEMBLY 


SOLENOID ASSEMBLY 
tonola ba x-vei 162834 
Cs 
C-s BACKSPACE MAG. 
WHEN USED ao ee ee HF -IER 
G-I (NOTE It y ; G-27-R 
£-30-6 
—NOTE 7 C-31= BL 
6-32-W-2t. 
I7362| y lreat 78620 CABLE 
With T3448 ASSEMBLY (USED WITH 
1oegry Ane 162380 17662! & I9 8070 
NOTE -9 *) MOD KITS 


4 
(DOUGLE PILE-UP) 


DRAWN nan [ono 7 
encod. OF} dene 


[3628 WD 


